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ACCESS M.H. & LID
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INDUSTRIES, INC. PSI-PF

FINISH GRADE

ALL UNDERGROUND PIPING TO BE

TYPE K SOFT COPPER (NO JOINTS)

ALL BYPASS PIPING TO BE TYPE K RIGID
ALL METER BOXES TO BE STRUCTURALLY
DESIGNED FOR HS 20 LOADING,

24" RING & LID TO BE HS 20 LOADING

NO GRADE RINGS WILL BE ALLOWED TO
ADJUST ELEVATION. LID SHALL NOT BE THE
LOW POINT IN LANDSCAPING

GRAVEL FLOOR SHALL BE A MIN.
OF 18" THICK

ALL VALVES, TEES, METERS, ETC. TO BE
CONNECTED WITH CLOSE BRASS NIPPLES.

BY — PASS LINE TO BE SOLDERED
DOWNSTREAM OF BRASS UNION.

(DBALL VALVE

®m>_|_| VALVE WITH LOCK WING
MUELLER B- 202000

@mm>mm METER STRAINER —WITH V
SHAPED SCREEN SM—951—-R1

@:mmzmcm.. METER (1-1/2" SR, DISC MEASURING
CHAMBER BRONZE — 9B)
ECR—WP REGISTEE ELECTRONIC REGISTER

@:mmzmcm. METER (2" COMPOUND TURBINE
AND PISTON CHAMBER BRONZE 75B—79B
ECR—WP ELECTRONIC REGISTER

@mm>mm TEE, 1" BALL VALVE
CLOSE NIPPLE & CAP (ALL BRASS)

(®)SCREW JACK PIPE SUPPORT (SEE FIG. 11)
(6)BRASS UNION

(DBRASS TEE

(8)8” BRASS NIPPLE

(9BRASS 90" BEND

@OFLANGE METER BOLTS TO BE STAINLESS STEEL

NOTE: NO SPRINKLER CONNECTION OR BACK
FLOW DEVICES WILL BE ALLOWED IN METER BOX.
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ANNULAR SPACE
WITH POLYURETHANE
FOAM
(BOTH SIDES)
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